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AETHER 2"- Square Downlight Trimless
R2ASDL

PRODUCT DESCRIPTION
Shallow housing that is designed to fit in tight plenum spaces without 
sacrificing lumen output.

FEATURES
• Designed to fit in tight plenum 
• Wet location listed for trims
• 2” trim aperture, 2" housing height 
• 35° cut-off angle 
• Universal input voltage (120V-277V)
• 5 year WAC Lighting product warranty

R2A__DL-_______-______
Example: R2ASDL-N930-WT

SPECIFICATIONS
Construction: Die-cast aluminum trim with die-cast aluminum heat sink
Dimming:  100% - 5% with 0-10V 
                       100% - 5% with Electronic Low Voltage (ELV)/ TRIAC
Input: 120V-277V AC
Power: 15W, power factor 0.98
Mounting: Retention clips firmly hold trim to housing.
Finish: Powder coated white, black, enamel coated haze, electroplated brushed 
nickel
Standards: UL & cUL Listed, wet location listed trims, Title 24 JA8-2016 
Compliant
Ceiling thickness: 2" - 1"
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HOUSING Model

HR-2LED-H13A new Construction
IC-rated, Airtight

HR-2LED-H13AC
new Construction
IC-rated, Airtight
Chicago Plenum

HR-2LED-H13____
Example: HR-2LED-H13A

AETHER - Housing
HR-2LED-H13A
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